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240V Contactors
( )CONT/D

Split Qty: 1
Carton Qty: 50

Code: CONT/D0910, CONT/D1210, CONT/D1801, CONT/D1810, CONT/D2510, CONT/D3210

Description:

Rated voltage up to 660V (50/60Hz)
Rated current up to 95A: Series is rated
Comply with IEC60947-4-1/ CE

Suitable for making, breaking and frequently starting AC motors. Combine withApplication: d
the auxiliary contact block, time delay & machine-interlocking device, it becomes the delay
contactor, mechanical interlocking contactor and star-delta starter. With thermal , ita relay
combines into the electromagnetic starter.
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Code
Specs

CONT/D0910 1210,

CONT/D1801 1810,

CONT/D2510

CONT/D3210

A B C D E a b Φ

47 76 82

57 86 100

47 76 87

57 86 95

113

131

118

126

34/35 50/60

40 48

34/35 50/60

40 48

4.5

4.5

4.5

4.5

133

151

133

146

UTechnical Drawing nit: mm
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240V Contactors
( )CONT/D

Code
Project

Rated workingcurrent (A)

Standardpower ratings of
3-phasemotors50/60Hz
incategory AC-3

Rated heat current (A)

Electrical life

Number of the contacts

D3210D2510D1810D1801D1210D0910

AC 3

AC 4

415V

9 12 18 18 25 32

380/400V

660/690V

4 5.5 7.5 7.5 11 15

100 100 100 100 100 80

5.5 7.5 10 10 15 18.5

3.5 5 7.7 7.7 8.5 12

4 5.5 9 9 11 15

20 20 20 20 20 20

220/230V

500V

500V

2.2 3 4 4 5.5 7.5

20 20 32 32 40 50

AC 3(x10 )
4

AC 4(x10 )
4

Mechanical life (x10 )
4

5.5 7.5 10 10 15 18.5

1000 1000 1000 1000 1000 800

3P+NO
3P+
NC+NO

7 857381 240609 7 857381 240753 7 857381 240906

CONT/D0910 CONT/D1210 CONT/D1801

7 857381 241057 7 857381 241200 7 857381 241354

CONT/D3210CONT/D2510CONT/D1810


